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Technical Data Sheet

Product overview
Fabricated of 18 gauge 1-1/4" [32] OD stainless steel type 304 with satin finish. Flange is 3" diameter [Ø76] x 1/8" [3] thick 
and has 3 countersunk holes for front mounting. One roll of toilet paper is placed over the horn type holder for use as 
required.

Security Accessories

Key Features & speciFications
• Built for high security environments
• Type 304 Stainless Steel - Satin Finish
• 18 gauge
• Front Mount
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For compliance with 2010 ADA Accessibility Standards, install unit so that top of paper holder is between 19" [483] 
minimum Above Finished Floor (AFF) to 48" [1219] maximum AFF and centerline of post is between 7" [178] and 9" [229] 
from front of commode. Recommended mounting height is 32" [813] AFF. Surface mount unit to finished wall with three 
(3) # 10-24 x 2" [5 x 50] long pin-Torx® flat head machine screws (by others) into suitable prepared mountings (by others) 
or other suitable mounting hardware (by others) to suit wall conditions.

Manufacturer reserves the right to make changes to the design, dimensions or functionality of the product without formal notice.

One roll of toilet paper is placed over the horn type holder for use as required. Toilet paper is replenished on a cycle 
determined by maintenance needs.

One (1) Year from date of Invoice
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Type 304 Stainless Steel - Satin Finish
18 gauge

Property Value

Dimensions

Construction

1-1/4" Dia. [Ø32] x 3-1/4" [83] H x 3-1/4" [86] Projection

Front Mount
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Capacity

Mounting


