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Technical Data Sheet

Product overview
Stainless steel waste receptacle in Matte Black Powder Coated holds 12 gal. (45.4 L) of  washroom waste materials. 
Door held closed with two (2) tumbler locks. Semi-recessed with 2" stainless steel collar. Waste is inserted through opening 
at upper section of unit. Waste container is emptied manually. Locked door prevents unauthorized access or removal. Full 
face door shall be formed from one piece of 18 gauge alloy 18-8 type 304 stainless steel, cabinet shall be 20 gauge same 
grade stainless steel.

Waste Receptacles Simplicity

Key Features & sPeciFications
• Seamless construction, crisp lines and minimalistic design
• Type 304 Stainless Steel - Matte Black Powder Coated
• Semi-Recessed - w/ 2" collar
• 12.0 Gal. (45.4 L)  Waste Capacity

American Specialties, Inc. | 441 Saw Mill River Road, Yonkers, NY 10701 | (914) 476-9000 | www.americanspecialties.com
Model:#6474-2-41PC Issued: 11/1/2021 Revised: 5/30/2023

Page: 1 of 2
Revision: R2

1/2" [13]

2" [51]
4" [102]

6-1/2"
[171]

"-2"
SEMI-RECESSING

COLLAR

WASTE
RECEPTACLE

MOUNTING
HOLES

17-1/4" [438]

13-1/4"
[336]

2"
[51]2"

[51]

34-3/4"
[883]

CL

40"
[1016]

STAINLESS STEEL
PIANO HINGE

TUMBLER
LOCK TOP

AND BOTTOM

ROUGH WALL
OPENING

MINIMUM
DEPTH

6-1/4" [159]

15-3/4" [400]

38-1/2"
[978]

sustainability/leed

Simplicity™ Collection Waste Receptacle – Matte Black Powder Coated – Semi-Recessed
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Technical Data Sheet
Model #6474-2-41PC

Mount unit in wall recess with four (4) #10 self-threading screws (by others) through mounting holes in cabinet. For 
compliance with 2010 ADA Accessibility Standards, install unit with top edge no higher than 48" [1219] Above Finished 
Floor (AFF). SR collar is installed on cabinet prior to mounting in wall recess following procedure described on SR Collar 
Data Sheet.

Rough Wall Opening (RWO) required is 15-3/4" [400] W x 38-1/2" [978] H x 4-1/4" [102] D minimum

N/A

Manufacturer reserves the right to make changes to the design, dimensions or functionality of the product without formal notice.

Waste is inserted through opening at upper section of unit. Waste receptacle is emptied manually on a cycle determined 
by maintenance needs. Locking door prevents unauthorized access or removal.

One (1) Year from date of Invoice

American Specialties, Inc. | 441 Saw Mill River Road, Yonkers, NY 10701 | (914) 476-9000 | www.americanspecialties.com
Model:
CSI:

#6474-2-41PC
10 28 13 Toilet Accessories

Issued: 11/1/2021 Revised: 5/30/2023
Page:

Revision:

Type 304 Stainless Steel - Matte Black Powder Coated

12.0 Gal. (45.4 L)  Waste Capacity

Property Value
Dimensions

Construction

17-1/4" [438] W x 40" [1016] H x 6-3/4" [171] D

Semi-Recessed - w/ 2" collar
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